TABLE 1. DEVICE PARAMETERS 1/

IPLPARTNO. MFR | GENERICPART | DEVICETYPE | PACKAGESTVLE | RADIATION LEVEL ELECTRICAL TERMINAL ELECTRICAL TEST BURN-IN CIRCUITS
ST12113- NO. (TID) (RADS) PERFORMANCE CONNECTIONS REQUIRE-MENTS
2/ 4/ CHARACTERISTICS 2/ 38/ 2/ 3/
2 2/ 2/
UB1009TR LINEAR RH1009 02 XI[3-LEAD CAN] 108k TABLEI H6.2 TABLE Il HEREIN HG.7
TECH
NOTES:

1 THIS DRAWING, IN CONJUNCTION WITH CS515577 AND MIL-M-38510/148, IMPOSES ALL REQUIREMENTS FOR PROCUREMENT OF THESE DEVICES.

3/ SCREENING SHALL BE IN ACCORDANCE WITH THE CLASS S REQUIREMENTS OF MIL-M-38510/148 EXCEPT:

*  THEBURN-IN TEMPERATURE SHALL BE 125 +3/-9°C AND DURATION 240 HOURS.

*  DELTALIMITS OF TRBLE IV SHALL APPLY AFTER EACH BURN-IN.

= TRBLE Il HEREIN SHALL BE SUBSTITUTED FOR TABLE 11 OF MIL-M-38510/148.

SHALL BE THOSE FOR 25°C FOR PRE-IRRADIATION, AND THOSE OF TABLE 111 HEREIN FOR POST-IRRADIATION.

9. THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN.

TABLE II. ELECTRICAL TEST REQUIREMENTS

2 REFER TO MIL-M-38510/148. DURING ELECTRICAL TESTING, BURN-IN, LIFE TEST AND RADIATION TEST, ALL UNUSED INPUTS SHALL BE PROPERLY TERMINATED.

TEST SUBGROUPS [PER MIL-M-38510/114802, TRBLE Il
PREBURN-IN 1
POST 240-HOUR BURN-IN 12,3.4,56
DELTA CALCULATIONS"
GROUP B END POINTS™ 12,3.4,56

*  INACCORDANCE WITH MIL-M-38510/148, TABLE IV.

“ MIL-M-38510/14802 FIGURE 7 SHALL BE USED FOR GROUP B.5 LIFE TESTS.

a/ EACH LOT SHALL PASS GROUP E, SUBGROUP 2 RADIATION TEST. THE DC PARAMETERS (3/) SHALL BE MEASURED AND RECORDED AT 25°C BEFORE AND AFTER IRRADIATION. THE PRRAMETRIC LIMITS
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TABLE l1. POST IRRADIATION ELEGTRICAL TEST LIMITS

SYMBOL TEST NAME CONDITIONS LIMITS POST180k | UNITS
Ta=+25°C
MIN MAX
'} REVERSE BREAKDOWN VOLTAGE L.=1mA 24195 2505 ]
AV, | REVERSE BREAKDOWN VOLTAGE CHANGE WITH CURRENT 400 pA<L <18mA 10 myv
AL
I REVERSE DYNAMIC IMPEDANCE 1/ L.=1mA 10 Q
NOTE: 1/ GUARANTEED BY DESIGN, CHARRCTERIZATION, OR CORRELATION TO OTHER TESTED PARAMETERS.
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